
Inquiry form 
for U-ONE-(SAFETY-)Compact

Sender

Company: Contact partner:

Telephone:

Adress: Fax:

Email:

Quantity:

Field of application    / Application:

Type (shaft 14 j6 x 30 mm):

When required / Delivery date:

Maximum speed:

Version:

B5 (Flansch) StandardB35 (foot + fl ange) SIL certifi ed (SIL 2 / PL d)

1

3

5

4

6

2

Spare parts

Serial number: Order number (optional):

End customer / Country of end customer:

If you wish to request a quote for spare parts, please only fi ll out the section highlighted in gray. It is not possible to 
provide a quote without a serial number.

New device
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OptionalSIL / PL zertifi ziert / certifi ed



Johannes Hübner Fabrik elektrischer Maschinen GmbH • Siemensstrasse 7 •35394 Giessen Germany
Tel./Phone: +49 641 7969-0 • Fax: +49 641 73645 • E-mail: info@huebner-giessen.com • www.huebner-giessen.com

Signal outputs:

Miscellaneous:

Position switches

Speed switches

Bus interface PROFIsafe via PROFINET IO (SIL 2 / PL d)

Bus interface PROFIsafe via PROFIBUS-DP (SIL 2 / PL d)

Current output 4 – 20 mA, programmable speed/position-dependent (without SIL / PL)

Incremental output, 1024 or 4096 pulses per revolution programmable (without SIL / PL)

Other:
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Quantity:

Quantity:
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6

PROFIBUS-DP (without SIL / PL d)
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	Fax: 
	Mail: 
	Standard: Off
	Company: 
	Contact partner: 
	Company 2: 
	Phone: 
	Address: 
	Address 2: 
	Serial number: 
	Order number: 
	End customer / Country of end customer: 
	Quantity: 
	When required / Delivery date: 
	Field of application / Application: 
	Maximum speed: 
	B5 (flange): Off
	B35 (flange + foot): Off
	SIL certified: Off
	Position switches: Off
	3 Position switches: Off
	Speed switches: Off
	3 Speed switches: Off
	6 Speed switches: Off
	6 Position switches: Off
	9 Position switches: Off
	12 Position switches: Off
	15 Position switches: Off
	Bus interface PROFIsafe via PROFINET IO: Off
	Bus interface PROFIsafe via PROFIBUS-DP: Off
	PROFIBUS-DP (without SIL): Off
	Current output 4-20 mA: Off
	Incremental output: Off
	Other signal output: Off
	Other signal output 2: 
	Miscellaneous: 


